
'S) r= ru v r Ro[\l]l Hi#_,ç#
RCL-ENVESS22M868LOR-01/A (01)

This report cancels and replaces the test report NoRCL-ENYESS22M868LOR-01/A, Edition 00

CLIMATIC TEST REPORT
Pressure variation test

According to the standard(s):
STB-ILN-MAT652-5005D Lirrable visé ind-D

Equipment under test:
Linear indicator with digital display

Company:
LOREME

DISTRIBUTION: MT REPPERT Company: LOREME

Number of pages: 1l

Duplicatiort oîthis document k ollÿ penùfledIot an inlegal phologaphicfacsimile k inùtdes the namber oîpages rcIe.e ced here aboÿe This
documeht is lhe retab of ksling a specine oi a saûple oî the prodacl submifled. It doeç nol hrqly a assessn ent ol the co îom y of the vhole
produdion oflhe tesled satela

Ed. Date Modified Pages
Written bv Technical & Quality Approval

Name, function and Visa Name, function and Yisa
01 15t06t2023 Lilian BOMBARD

Climatic Tests Technician

{,

f,'rédéric CARDIN
Climatic Tests Laboratory Manager

49, boulevârd du Pré Pommier, Z.A. du Champ Fleuri 38300 BOURGOTNJALLTEU - France - Siret : 350 435 632 00046
Té1.:33(0)474938383-Fax:33(0)474439192-E-mail:bourgoin@environnetech.fr-URL:www.environnetech.fr
S.A.S. au capital de 400 000 € - R.C.S. BOURGOIN 350 435 632 - APE 77728

)



RCL-ENVESS22M868LOR-01/A (01) 

 
 
 

Page 2 out of 11 DQS ENV 000 FOR 00016 (03) 

   
 
EQUIPMENT UNDER TEST:  
 

 
photo 1 

 
Part number (P/N)  : BGL 136-NAV2 & CALT25 & CAL4/100IG 
 

 
 
MANUFACTURER:   LOREME 
 
 
 
CUSTOMER’S NAME AND ADDRESS:  
 
 Company:   LOREME 
 
 Address:   12, rue des Potiers d’Etain Actipôle BORNY 
   B.P 35014 
   57071 METZ CEDEX 3 - FRANCE 
       
 Contact:   Emmanuel REPPERT 
 

Person(s) who were present during tests: / 
 
 
 
PURCHASE ORDER:  N° E230345AMP 
 
 
 
TEST DATES:    From 26th of May 2023 
 
 
 
TEST LOCATION:     Environne’Tech 
     49 Boulevard Pré Pommier 
     38300 BOURGOIN-JALLIEU 

Laboratoire d’essais 
 
 
 
TESTER:     Lilian BOMBARD 
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1. PURPOSE OF TESTS. 

 
The purpose of these tests is to validate the behaviour of the equipment in a climatic 
environment. 
 
 
 

2. EQUIPMENT UNDER TEST. 

 
Equipment under test:  
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3. CUSTOMER SPECIFICATIONS SHEET.  

 
The tests are to be carried out according to the following document (s), included in the 
technical offer Environne’Tech DNV – 22M868-1. 
 
 

3.1. According to the standard(s): 

 
MIL-STD-810G Method 500.6 Procedure III 
 

 

3.2. Reminder of the main test criteria: 

 
3.2.1. Altitude test: 

- Type: Pressure variation 
- Pressures: 700 and 1300mbar 
- Pressure variations: <200mbar/min 
- Duration of the stages: 1 hour  
- Condition: ON equipment during testing 

 
 

3.3. Control and / or verification of proper operation: 

 
 A visual check is carried out before and after each test. 
 Functional checks are carried out by an ENVIRONNE'TECH test technician. 
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4. EQUIPMENT USED. 

 
 

4.1. Test facilities. 

 

Identity Designation Brand and Model Characteristics 

BANC 02 Altitude test Environne'Tech overpressure and depression bench from 10 mbar to 1700 mbar absolute 

 
 

4.2. Measurement Equipment. 

 

Identity Designation Brand and Model Characteristics Last validity 
date 

Metrological 
confirmation 

valid until 

BANC 02-01 Pressure transducer KELLER PAA33X 3B pressure: 0 - 2 bar absolute 12/04/2022 12/06/2024 

SOND-001-04 Thermo sensor TC 1-T-B10-5METRES Thermocouple type T, class 1 20/12/2022 20/02/2025 

SOND-001-07 Thermo sensor TC 1-T-B10-5METRES Thermocouple type T, class 1 20/12/2022 20/02/2025 

 
 
  



RCL-ENVESS22M868LOR-01/A (01) 

 
 
 

Page 8 out of 11 DQS ENV 000 FOR 00016 (03) 

   
 
 

5. TEST LOG. 

 
 

5.1. Variant(s) made during the test with regard to the Specifications: 

 
 No variant.  
 
 

5.2. Altitude test: 

 
 

5.2.1. Test setup: 
 

The equipment is placed in the climatic chamber and the thermocouples are installed, 
the test can begin. 
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5.2.2. Test: 
 

 
curve 1 
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5.2.3. Visual inspection: 
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Results:  At the end of the tests, no visual degradation was observed. 

 
 
 

5.2.4. Functional check: 
 

 
Results:  The equipment is functional, the results are the responsibility of the 

company LOREME. 
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6. CONCLUSION. 

 
The equipment was tested in accordance with the test specification described in chapter 
3 of this report. 
 
At the end of the tests, no visual degradation was observed. 
 
The equipment is functional, the results are the responsibility of the company LOREME. 
 
Equipment was sent back to LOREME for final assessment. 

 
 
 

 End of report 
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